
(· 

---

\ 

( 

/ 

------·-· 

: 
PRODUCT BULLETIN 
GYPSUM PRODUCTS 

GYPSUM BOARD 
3/8" NULL-A-FIRE 

T".iPE X 

ASTM C36 
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B-2A 
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1 of 2 · 

B-2A 
1/15/69 

y !f 
PRQD!JCTING PL{l}.'TS: Long Beach, Antioch, Seattle, Jacksonville and Delanco. 

Long 
Core Fgrmule.: (Pounds per MSF) Beach Antioch Seattle 

Jack- -
sonville Delan 

Board Stucco (S-l;S-2) 

(B-G-1) 

(B-G-1) 

1000-1150 1~1150 1000-1150 1050-1200 1050-1 

Paper Fiber 6-10 6-10 

Glass Fiber 

Vermiculite Ore (B-G-1) 

6-10 

2.9-3.1 

51-55 

6-10 

2.9-3.1 

51-55 

6-1 

2.9-3 

51-5 

Starch (RM-B-11) 

(RM-B-J) 

2.9-3.1 

51-55 

5-7.3 

2.9-3.1 

51-55 

5-7.3 5-7.3 -:;5~7 .3 5-7 I 

Dextrose 

Foaming Agent · (B-G-1) 

Lignin (B-G-1) 

End Trim (B-G-1) 

Potassium 
Sulfate (B-G-1) 

Hydrated Lime· (RM-P-J) 
-~--

0-1 

0.1-0. 7 

0-1.5 

20-35 

0.5-2.0 

0-0.5 

0-1 

0.1-0. 7 

0-1.5 

20-:35 

0.2-1.5 

0-0.5 

0-1 0-1 

0.1-0. 7 

0-J.O 

25-35 

0.5-2.0 

0-0,5 

0.1-0. 7 

0-1.5 

20-35 

0.5-2.0 

0-0.5 

Paper Liners: Manila Face Paper and Greyback Back Paper (RM-B-1) 

OPERATING SPEQIFICATIQNS 
Refer to Process Bulletin B-G-2 for General Specifications 

1. Slurry Setting Time, minutes 

2. viet Slurry Weight (Pounds per c.f.) 

J. Wet Compressive Strength, psi 

1.5 to 4 

73- 82 

:325- 500 

' 
' 0-1 

0.1-C • 

0.5-< 

0-C 
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